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Environmental Protection Agency § 60.613

recovery train or indirectly, after di-
version through other process equip-
ment. The vent stream excludes equip-
ment leaks and relief valve discharges
including, but not limited to, pumps,
compressors, and valves.

[55 FR 26922, June 29, 1990; 55 FR 36932, Sept.
7, 1990]

§ 60.612 Standards.

Each owner or operator of any af-
fected facility shall comply with para-
graph (a), (b), or (c) of this section for
each vent stream on and after the date
on which the initial performance test
required by §§ 60.8 and 60.614 is com-
pleted, but not later than 60 days after
achieving the maximum production
rate at which the affected facility will
be operated, or 180 days after the ini-
tial start-up, whichever date comes
first. Each owner or operator shall ei-
ther:

(a) Reduce emissions of TOC (minus
methane and ethane) by 98 weight-per-
cent, or to a TOC (minus methane and
ethane) concentration of 20 ppmv on a
dry basis corrected to 3 percent oxy-
gen, whichever is less stringent. If a
boiler or process heater is used to com-
ply with this paragraph, then the vent
stream shall be introduced into the
flame zone of the boiler or process
heater; or

(b) Combust the emissions in a flare
that meets the requirements of § 60.18;
or

(c) Maintain a TRE index value
greater than 1.0 without use of VOC
emission control devices.

§ 60.613 Monitoring of emissions and
operations.

(a) The owner or operator of an af-
fected facility that uses an incinerator
to seek to comply with the TOC emis-
sion limit specified under § 60.612(a)
shall install, calibrate, maintain, and
operate according to manufacturer’s
specifications the following equipment:

(1) A temperature monitoring device
equipped with a continuous recorder
and having an accuracy of ±1 percent of
the temperature being monitored ex-
pressed in degrees Celsius or ±0.5 °C,
whichever is greater.

(i) Where an incinerator other than a
catalytic incinerator is used, a tem-

perature monitoring device shall be in-
stalled in the firebox.

(ii) Where a catalytic incinerator is
used, temperature monitoring devices
shall be installed in the gas stream im-
mediately before and after the catalyst
bed.

(2) A flow indicator that provides a
record of vent stream flow to the incin-
erator at least once every hour for each
affected facility. The flow indicator
shall be installed in the vent stream
from each affected facility at a point
closest to the inlet of each incinerator
and before being joined with any other
vent stream.

(b) The owner or operator of an af-
fected facility that uses a flare to seek
to comply with § 60.612(b) shall install,
calibrate, maintain, and operate ac-
cording to manufacturer’s specifica-
tions the following equipment:

(1) A heat sensing device, such as an
ultra-violet sensor or thermocouple, at
the pilot light to indicate the contin-
uous presence of a flame.

(2) A flow indicator that provides a
record of vent stream flow to the flare
at least once every hour for each af-
fected facility. The flow indicator shall
be installed in the vent stream from
each affected facility at a point closest
to the flare and before being joined
with any other vent stream.

(c) The owner or operator of an af-
fected facility that uses a boiler or
process heater to seek to comply with
§ 60.612(a) shall install, calibrate, main-
tain and operate according to the man-
ufacturer’s specifications in the fol-
lowing equipment:

(1) A flow indicator that provides a
record of vent stream flow to the boiler
or process heater at least once every
hour for each affected facility. The
flow indicator shall be installed in the
vent stream from each air oxidation re-
actor within an affected facility at a
point closest to the inlet of each boiler
or process heater and before being
joined with any other vent stream.

(2) A temperature monitoring device
in the firebox equipped with a contin-
uous recorder and having an accuracy
of ≤1 percent of the temperature being
measured expressed in degrees Celsius
or ≤0.5 °C, whichever is greater, for
boilers or process heaters of less than
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